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Lightsource Test Report
Product Infomation

Product Category: LED-Lampen Product Type: LED-Strassenlampen
Product Spec: LED-SLG28-PLUS-E27-19-360-WWM Product Number: 1
Manufacturer: METOLIGHT Submitted Unit: 100246
Buyer: 3811

CIE Colorimetric Parameters

Chromaticity coordinates: x=0.4715 y=0.4106    u(u')=0.2701 v=0.3527 v'=0.5291
CCT: Tc=2545K (duv=-0.00082) Color Ratio: R=0.272  G=0.705  B=0.023   
Peak Wavelength: 612.9nm Half Bandwidth: 116.4nm
Dominant Wavelength: 585.3nm Color Purity: 0.648
CRI: Ra= 86.2, avgR(1~14)= 82.6, avgR(1~15)= 82.4 TM30: Rf=   85, Rg=   95
GAI: GAI_BB_8=96.4, GAI_BB_15=107.2, GAI_EES=42.0
R1 =86 R2 =96 R3 =94 R4 =84 R5 =87 R6 =96 R7 =82 R8 =64 
R9 =27 R10=90 R11=84 R12=78 R13=89 R14=98 R15=79 
Color Quality Scale: Qa= 84.7, Qf= 87.6, Qp= 87.6, Qg= 90.4
Q1 =80 Q2 =91 Q3 =87 Q4 =82 Q5 =83 Q6 =84 Q7 =86 Q8 =87 
Q9 =93 Q10=92 Q11=89 Q12=86 Q13=85 Q14=78 Q15=79 
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Photometric Parameters

Luminous Flux: 1727.3 lm Efficiency: 91.01 lm/W Radiant Power: 5.581 W
Total mains efficacy: 91.01 lm/W Energy Efficiency Class: F (EU 2019/2015)
Pupil Flux: 1986.41 Plm Pupil Lumens Per Watt: 104.66 Plm/W Pupil Factor (Kp): 1.150
Cirtopic Flux: 3496.00 lm

Electric Parameters

Voltage: 230.90V Current: 0.0850A Power: 18.98W
Power Factor: 0.9560 Frequency: 49.99Hz

Test Infomation
Scan Range: 380~800:1nm Photometric Method: sphere-spectroradiometer
Stabilization Time: 0 ms     ALC.: 1.0000 Photometric Condition: Sphere diameter: 2.00m, 4PI
Max of Signal: 48265 (2643) CCD Integration Time: 234.93 ms

Condition: Tx:22.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-02-11 14:45:08Test Lab: 

Operator: CRE Inspector: 
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Lightsource Test Report
Product Infomation

Product Category: LED-Lampen Product Type: LED-Strassenlampen
Product Spec: LED-SLG28-PLUS-E27-19-360-WWM Product Number: 1
Manufacturer: METOLIGHT Submitted Unit: 100246
Buyer: 3811

WL(nm)   PL    PE(mW/nm) WL(nm)   PL    PE(mW/nm) WL(nm)   PL    PE(mW/nm)
 380       0.0001       0.0021  525       0.3892       15.4829  670       0.4720       18.7779

 385       0.0009       0.0378  530       0.4100       16.3086  675       0.4158       16.5390

 390       0.0003       0.0125  535       0.4285       17.0462  680       0.3651       14.5235

 395       0.0001       0.0028  540       0.4472       17.7917  685       0.3177       12.6379

 400       0.0004       0.0173  545       0.4683       18.6310  690       0.2757       10.9686

 405       0.0001       0.0030  550       0.4938       19.6449  695       0.2362       9.3974

 410       0.0002       0.0062  555       0.5248       20.8777  700       0.1994       7.9317

 415       0.0010       0.0416  560       0.5593       22.2505  705       0.1677       6.6702

 420       0.0010       0.0401  565       0.6024       23.9623  710       0.1408       5.5994

 425       0.0018       0.0718  570       0.6469       25.7356  715       0.1160       4.6165

 430       0.0070       0.2785  575       0.6976       27.7498  720       0.0939       3.7337

 435       0.0172       0.6829  580       0.7532       29.9605  725       0.0800       3.1821

 440       0.0350       1.3918  585       0.8079       32.1394  730       0.0667       2.6540

 445       0.0762       3.0332  590       0.8598       34.2016  735       0.0527       2.0962

 450       0.1683       6.6938  595       0.9070       36.0815  740       0.0427       1.6970

 455       0.3357       13.3525  600       0.9461       37.6342  745       0.0352       1.4002

 460       0.4312       17.1536  605       0.9789       38.9399  750       0.0357       1.4203

 465       0.3335       13.2650  610       0.9943       39.5545  755       0.0186       0.7379

 470       0.2618       10.4148  615       0.9989       39.7379  760       0.0110       0.4394

 475       0.2355       9.3689  620       0.9910       39.4215  765       0.0079       0.3133

 480       0.1879       7.4757  625       0.9675       38.4868  770       0.0042       0.1666

 485       0.1617       6.4320  630       0.9344       37.1713  775       0.0023       0.0898

 490       0.1719       6.8380  635       0.8886       35.3471  780       0.0027       0.1070

 495       0.1914       7.6129  640       0.8372       33.3042  785       0.0035       0.1411

 500       0.2205       8.7698  645       0.7786       30.9730  790       0.0006       0.0256

 505       0.2599       10.3376  650       0.7174       28.5403  795       0.0004       0.0153

 510       0.3013       11.9859  655       0.6546       26.0385  800       0.0052       0.2068

 515       0.3364       13.3815  660       0.5913       23.5203

 520       0.3656       14.5419  665       0.5308       21.1136

Condition: Tx:22.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-02-11 14:45:08Test Lab: 

Operator: CRE Inspector: 
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IES TM-30-18 Color Rendition Report
Product Infomation

Product Category: LED-Lampen Product Type: LED-Strassenlampen
Product Spec: LED-SLG28-PLUS-E27-19-360-WWM Product Number: 1
Manufacturer: METOLIGHT Submitted Unit: 100246
Buyer: 3811
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Hue-Angle Bin

Condition: Tx:22.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-02-11 14:45:08Test Lab: 

Operator: CRE Inspector: 
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Plant optical param data

CIE Colorimetric Parameters

Chromaticity coordinates: x=0.4715 y=0.4106    u(u')=0.2701 v=0.3527 v'=0.5291
CCT: Tc=2545K (duv=-0.00082) Color Ratio: R=0.272  G=0.705  B=0.023   
Peak Wavelength: 612.9nm Half Bandwidth: 116.4nm
Dominant Wavelength: 585.3nm Color Purity: 0.648
CRI: Ra= 86.2
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Plant Optical Param
¦µv(lm):  1727.30 Qv(lm.s):  1727.30
¦µe,¦Ë(W/nm):   5.58 Qe(J):   5.58
¦µe(W):   5.39 ¦µfr(W):   0.20
¦Çe:   0.28 ¦Çfr:   0.01
PPE(umol/s/w):   1.40 Kfr:   0.06
Erb_Ratio:   4.89 PPF(umol/s):  26.61
PFuv(360-400)(umol/s):   0.00 PPF(400-500)(umol/s):   2.15
PPF(500-600)(umol/s):  10.18 PPF(600-700)(umol/s):  14.29
PFfr(700-800)(umol/s):   1.14 PPF.t(umol):  26.61
¦µch-A.t(J):   0.44 ¦µch-A(W):   0.44
¦µch-B.t(J):   0.21 ¦µch-B(W):   0.21
¦µb.t(J):   0.55 ¦µb(W):   0.55
¦µy.t(J):   2.18 ¦µy(W):   2.18
¦µr.t(J):   2.71 ¦µr(W):   2.71

Electric Parameters

Voltage: 230.90V Current: 0.0850A Power: 18.98W
Power Factor: 0.9560 Frequency: 49.99Hz

Condition: Tx:22.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-02-11 14:45:08Test Lab: 

Operator: CRE Inspector: 


