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Lightsource Test Report
Product Infomation

Product Category: LED-Röhre Product Type: LED-Röhre VDE
Product Spec: LEDtube-060-8NWM-10W-VDE-RM Product Number: 1
Manufacturer: METOLIGHT Submitted Unit: 101554
Buyer: 6361

CIE Colorimetric Parameters

Chromaticity coordinates: x=0.3827 y=0.3780    u(u')=0.2261 v=0.3350 v'=0.5025
CCT: Tc=3950K (duv=-0.00006) Color Ratio: R=0.189  G=0.773  B=0.037   
Peak Wavelength: 455.9nm Half Bandwidth: 17.4nm
Dominant Wavelength: 579.3nm Color Purity: 0.283
CRI: Ra= 84.9, avgR(1~14)= 78.8, avgR(1~15)= 78.8 TM30: Rf=   83, Rg=   94
GAI: GAI_BB_8=92.3, GAI_BB_15=100.9, GAI_EES=72.0
R1 =84 R2 =92 R3 =96 R4 =82 R5 =83 R6 =88 R7 =86 R8 =68 
R9 =20 R10=80 R11=81 R12=58 R13=87 R14=98 R15=79 
Color Quality Scale: Qa= 83.5, Qf= 83.7, Qp= 83.1, Qg= 92.6
Q1 =82 Q2 =97 Q3 =80 Q4 =74 Q5 =79 Q6 =82 Q7 =86 Q8 =89 
Q9 =98 Q10=91 Q11=87 Q12=86 Q13=86 Q14=76 Q15=79 
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Photometric Parameters

Luminous Flux: 1263.0 lm Efficiency: 124.56 lm/W Radiant Power: 3.814 W
Total mains efficacy: 146.48 lm/W Energy Efficiency Class: D (EU 2019/2015)
Pupil Flux: 1916.45 Plm Pupil Lumens Per Watt: 189.00 Plm/W Pupil Factor (Kp): 1.517
Cirtopic Flux: 3935.62 lm

Electric Parameters

Voltage: 231.20V Current: 0.0480A Power: 10.14W
Power Factor: 0.9030 Frequency: 49.99Hz

Test Infomation
Scan Range: 380~800:1nm Photometric Method: sphere-spectroradiometer
Stabilization Time: 0 ms     ALC.: 1.0000 Photometric Condition: Sphere diameter: 2.00m, 4PI
Max of Signal: 45787 (2239) CCD Integration Time: 199.35 ms

Condition: Tx:17.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-01-06 14:29:01Test Lab: 

Operator: CRE Inspector: 
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Lightsource Test Report
Product Infomation

Product Category: LED-Röhre Product Type: LED-Röhre VDE
Product Spec: LEDtube-060-8NWM-10W-VDE-RM Product Number: 1
Manufacturer: METOLIGHT Submitted Unit: 101554
Buyer: 6361

WL(nm)   PL    PE(mW/nm) WL(nm)   PL    PE(mW/nm) WL(nm)   PL    PE(mW/nm)
 380       0.0008       0.0251  525       0.5089       15.2871  670       0.2346       7.0488

 385       0.0006       0.0185  530       0.5295       15.9064  675       0.2018       6.0608

 390       0.0007       0.0217  535       0.5413       16.2625  680       0.1717       5.1588

 395       0.0003       0.0088  540       0.5525       16.5971  685       0.1443       4.3350

 400       0.0003       0.0090  545       0.5641       16.9456  690       0.1200       3.6056

 405       0.0001       0.0030  550       0.5776       17.3531  695       0.1013       3.0430

 410       0.0002       0.0056  555       0.5947       17.8660  700       0.0831       2.4951

 415       0.0016       0.0466  560       0.6123       18.3930  705       0.0694       2.0847

 420       0.0055       0.1644  565       0.6332       19.0233  710       0.0590       1.7714

 425       0.0139       0.4180  570       0.6498       19.5217  715       0.0481       1.4442

 430       0.0326       0.9792  575       0.6701       20.1300  720       0.0376       1.1300

 435       0.0697       2.0936  580       0.6892       20.7039  725       0.0311       0.9351

 440       0.1485       4.4600  585       0.7065       21.2250  730       0.0249       0.7488

 445       0.3101       9.3170  590       0.7178       21.5646  735       0.0178       0.5357

 450       0.6535       19.6323  595       0.7253       21.7902  740       0.0124       0.3711

 455       0.9891       29.7139  600       0.7281       21.8729  745       0.0101       0.3039

 460       0.8120       24.3930  605       0.7222       21.6962  750       0.0144       0.4338

 465       0.5164       15.5117  610       0.7072       21.2439  755       0.0048       0.1437

 470       0.4133       12.4145  615       0.6866       20.6249  760       0.0026       0.0787

 475       0.3079       9.2497  620       0.6585       19.7808  765       0.0015       0.0439

 480       0.2221       6.6716  625       0.6230       18.7169  770       0.0008       0.0249

 485       0.2068       6.2135  630       0.5816       17.4704  775       0.0010       0.0296

 490       0.2229       6.6953  635       0.5368       16.1253  780       0.0013       0.0404

 495       0.2537       7.6221  640       0.4909       14.7468  785       0.0022       0.0668

 500       0.3048       9.1561  645       0.4439       13.3352  790       0.0005       0.0154

 505       0.3640       10.9354  650       0.3997       12.0064  795       0.0013       0.0380

 510       0.4149       12.4648  655       0.3534       10.6174  800       0.0028       0.0856

 515       0.4558       13.6938  660       0.3119       9.3687

 520       0.4895       14.7065  665       0.2713       8.1493

Condition: Tx:17.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-01-06 14:29:01Test Lab: 

Operator: CRE Inspector: 
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IES TM-30-18 Color Rendition Report
Product Infomation

Product Category: LED-Röhre Product Type: LED-Röhre VDE
Product Spec: LEDtube-060-8NWM-10W-VDE-RM Product Number: 1
Manufacturer: METOLIGHT Submitted Unit: 101554
Buyer: 6361
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Hue-Angle Bin

Condition: Tx:17.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-01-06 14:29:01Test Lab: 

Operator: CRE Inspector: 
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Plant optical param data

CIE Colorimetric Parameters

Chromaticity coordinates: x=0.3827 y=0.3780    u(u')=0.2261 v=0.3350 v'=0.5025
CCT: Tc=3950K (duv=-0.00006) Color Ratio: R=0.189  G=0.773  B=0.037   
Peak Wavelength: 455.9nm Half Bandwidth: 17.4nm
Dominant Wavelength: 579.3nm Color Purity: 0.283
CRI: Ra= 84.9
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Plant Optical Param
¦µv(lm):  1263.00 Qv(lm.s):  1263.00
¦µe,¦Ë(W/nm):   3.81 Qe(J):   3.81
¦µe(W):   3.76 ¦µfr(W):   0.06
¦Çe:   0.37 ¦Çfr:   0.01
PPE(umol/s/w):   1.74 Kfr:   0.03
Erb_Ratio:   1.51 PPF(umol/s):  17.65
PFuv(360-400)(umol/s):   0.00 PPF(400-500)(umol/s):   3.12
PPF(500-600)(umol/s):   8.07 PPF(600-700)(umol/s):   6.46
PFfr(700-800)(umol/s):   0.34 PPF.t(umol):  17.65
¦µch-A.t(J):   0.28 ¦µch-A(W):   0.28
¦µch-B.t(J):   0.18 ¦µch-B(W):   0.18
¦µb.t(J):   0.81 ¦µb(W):   0.81
¦µy.t(J):   1.75 ¦µy(W):   1.75
¦µr.t(J):   1.24 ¦µr(W):   1.24

Electric Parameters

Voltage: 231.20V Current: 0.0480A Power: 10.14W
Power Factor: 0.9030 Frequency: 49.99Hz

Condition: Tx:17.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-01-06 14:29:01Test Lab: 

Operator: CRE Inspector: 


