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Lightsource Test Report
Product Infomation

Product Category: LED-Röhre Product Type: LED-Röhre Spezial
Product Spec: LEDtube-060-8Meat-TR-10WM Product Number: 1
Manufacturer: METOLIGHT Submitted Unit: 101788
Buyer: 7116

CIE Colorimetric Parameters

Chromaticity coordinates: x=0.3706 y=0.2861    u(u')=0.2604 v=0.3016 v'=0.4524
CCT: Tc=3320K (duv=-0.04621) Color Ratio: R=0.287  G=0.644  B=0.069   
Peak Wavelength: 460.8nm Half Bandwidth: 21.4nm
Dominant Wavelength: 699.4nm Color Purity: 0.449
CRI: Ra= 71.5, avgR(1~14)= 66.6, avgR(1~15)= 67.1 TM30: Rf=   83, Rg=  102
GAI: GAI_BB_8=174.0, GAI_BB_15=165.5, GAI_EES=114.1
R1 =77 R2 =65 R3 =65 R4 =89 R5 =72 R6 =48 R7 =68 R8 =87 
R9 =78 R10=34 R11=88 R12=8  R13=69 R14=85 R15=73 
Color Quality Scale: Qa= 83.8, Qf= 77.8, Qp= 97.6, Qg=109.7
Q1 =92 Q2 =97 Q3 =82 Q4 =77 Q5 =81 Q6 =88 Q7 =90 Q8 =89 
Q9 =97 Q10=91 Q11=82 Q12=76 Q13=74 Q14=80 Q15=87 
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Photometric Parameters

Luminous Flux: 953.33 lm Efficiency: 81.83 lm/W Radiant Power: 3.937 W
Total mains efficacy: 96.23 lm/W Energy Efficiency Class: F (EU 2019/2015)
Pupil Flux: 1665.95 Plm Pupil Lumens Per Watt: 143.00 Plm/W Pupil Factor (Kp): 1.748
Cirtopic Flux: 4092.63 lm

Electric Parameters

Voltage: 231.10V Current: 0.0530A Power: 11.65W
Power Factor: 0.9390 Frequency: 49.99Hz

Test Infomation
Scan Range: 380~800:1nm Photometric Method: sphere-spectroradiometer
Stabilization Time: 0 ms     ALC.: 1.0000 Photometric Condition: Sphere diameter: 2.00m, 4PI
Max of Signal: 46106 (2282) CCD Integration Time: 177.09 ms

Condition: Tx:18.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-01-06 09:44:10Test Lab: 

Operator: CRE Inspector: 
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Lightsource Test Report
Product Infomation

Product Category: LED-Röhre Product Type: LED-Röhre Spezial
Product Spec: LEDtube-060-8Meat-TR-10WM Product Number: 1
Manufacturer: METOLIGHT Submitted Unit: 101788
Buyer: 7116

WL(nm)   PL    PE(mW/nm) WL(nm)   PL    PE(mW/nm) WL(nm)   PL    PE(mW/nm)
 380       0.0011       0.0463  525       0.1835       8.0281  670       0.2423       10.6000

 385       0.0005       0.0216  530       0.1958       8.5650  675       0.2121       9.2787

 390       0.0008       0.0355  535       0.2052       8.9749  680       0.1877       8.2122

 395       0.0001       0.0061  540       0.2126       9.2990  685       0.1634       7.1466

 400       0.0006       0.0243  545       0.2178       9.5287  690       0.1409       6.1649

 405       0.0001       0.0044  550       0.2244       9.8174  695       0.1223       5.3501

 410       0.0005       0.0211  555       0.2321       10.1513  700       0.1042       4.5581

 415       0.0011       0.0490  560       0.2421       10.5902  705       0.0897       3.9236

 420       0.0025       0.1107  565       0.2577       11.2731  710       0.0765       3.3444

 425       0.0090       0.3945  570       0.2790       12.2046  715       0.0650       2.8411

 430       0.0244       1.0662  575       0.3061       13.3893  720       0.0543       2.3730

 435       0.0536       2.3450  580       0.3383       14.7980  725       0.0443       1.9381

 440       0.1132       4.9505  585       0.3751       16.4081  730       0.0385       1.6826

 445       0.2281       9.9776  590       0.4130       18.0632  735       0.0294       1.2863

 450       0.4398       19.2366  595       0.4489       19.6374  740       0.0219       0.9572

 455       0.7620       33.3311  600       0.4808       21.0297  745       0.0178       0.7799

 460       0.9916       43.3721  605       0.5071       22.1825  750       0.0195       0.8547

 465       0.8670       37.9230  610       0.5238       22.9135  755       0.0083       0.3614

 470       0.5912       25.8581  615       0.5333       23.3271  760       0.0047       0.2074

 475       0.4235       18.5256  620       0.5319       23.2646  765       0.0051       0.2229

 480       0.3012       13.1754  625       0.5212       22.7980  770       0.0035       0.1547

 485       0.2015       8.8144  630       0.5023       21.9703  775       0.0023       0.1028

 490       0.1488       6.5069  635       0.4776       20.8895  780       0.0014       0.0621

 495       0.1252       5.4753  640       0.4473       19.5641  785       0.0024       0.1046

 500       0.1157       5.0609  645       0.4147       18.1376  790       0.0015       0.0649

 505       0.1198       5.2391  650       0.3795       16.5978  795       0.0001       0.0032

 510       0.1330       5.8167  655       0.3444       15.0627  800       0.0010       0.0430

 515       0.1496       6.5458  660       0.3092       13.5239

 520       0.1672       7.3154  665       0.2750       12.0292

Condition: Tx:18.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-01-06 09:44:10Test Lab: 

Operator: CRE Inspector: 
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IES TM-30-18 Color Rendition Report
Product Infomation

Product Category: LED-Röhre Product Type: LED-Röhre Spezial
Product Spec: LEDtube-060-8Meat-TR-10WM Product Number: 1
Manufacturer: METOLIGHT Submitted Unit: 101788
Buyer: 7116
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Hue-Angle Bin

Condition: Tx:18.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-01-06 09:44:10Test Lab: 

Operator: CRE Inspector: 
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Plant optical param data

CIE Colorimetric Parameters

Chromaticity coordinates: x=0.3706 y=0.2861    u(u')=0.2604 v=0.3016 v'=0.4524
CCT: Tc=3320K (duv=-0.04621) Color Ratio: R=0.287  G=0.644  B=0.069   
Peak Wavelength: 460.8nm Half Bandwidth: 21.4nm
Dominant Wavelength: 699.4nm Color Purity: 0.449
CRI: Ra= 71.5
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Plant Optical Param
¦µv(lm):  953.33 Qv(lm.s):  953.33
¦µe,¦Ë(W/nm):   3.94 Qe(J):   3.94
¦µe(W):   3.82 ¦µfr(W):   0.12
¦Çe:   0.33 ¦Çfr:   0.01
PPE(umol/s/w):   1.54 Kfr:   0.06
Erb_Ratio:   1.33 PPF(umol/s):  17.99
PFuv(360-400)(umol/s):   0.00 PPF(400-500)(umol/s):   4.54
PPF(500-600)(umol/s):   5.17 PPF(600-700)(umol/s):   8.28
PFfr(700-800)(umol/s):   0.69 PPF.t(umol):  17.99
¦µch-A.t(J):   0.34 ¦µch-A(W):   0.34
¦µch-B.t(J):   0.25 ¦µch-B(W):   0.25
¦µb.t(J):   1.17 ¦µb(W):   1.17
¦µy.t(J):   1.11 ¦µy(W):   1.11
¦µr.t(J):   1.57 ¦µr(W):   1.57

Electric Parameters

Voltage: 231.10V Current: 0.0530A Power: 11.65W
Power Factor: 0.9390 Frequency: 49.99Hz

Condition: Tx:18.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Time: 2021-01-06 09:44:10Test Lab: 

Operator: CRE Inspector: 


