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Lightsource Test Report

Product Infomation

Product Category: LED-R6hre
Product Spec: LEDtube-055-6NWM-10W
Manufacturer: METOLIGHT
Buyer: 2105
CIE Colorimetric Parameters

Chromaticity coordinates: x=0.3791 y=0.3720

CCT: Tc=4002K (duv=-0.00185)
Peak Wavelength: 464.9nm
Dominant Wavelength: 580.2nm

Product Type: LED-R6hre-SCE
Product Number: 1
Submitted Unit: 102386

u(u)=0.2261 v=0.3328 v'=0.4993
Color Ratio: R=0.193 G=0.754 B=0.053
Half Bandwidth: 23.5nm
Color Purity: 0.254

CRI: Ra= 84.8, avgR(1~14)= 81.0, avgR(1~15)= 81.1 TM30: Rf= 79, Rg= 88
GAl: GAI_BB_8=90.1, GAl_BB_15=98.6, GAl_EES=71.1
R1 =88 R2 =99 R3 =91 R4 =76 R5 =85 R6 =94 R7 =79 R8 =67
R9 =32 R10=96 R11=74 R12=64 R13=93 R14=96 R15=83
Color Quality Scale: Qa= 82.2, Qf= 82.6, Qp= 80.6, Qg= 88.9
Q1 =76 Q2 =89 Q3 =89 Q4 =75 Q5 =72 Q6 =72 Q7 =80 Q8 =88
Q9 =96 Q10=97 Q11=90 Q12=88 Q13=87 Q14=80 Q15=80
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Photometric Parameters

Luminous Flux: 1241.7 Im

Efficiency: 126.45 Im/W

Radiant Power: 3.947 W

Total mains efficacy: 148.70 Im/W Energy Efficiency Class: D (EU 2019/2015)

Pupil Flux: 1998.60 PIm
Cirtopic Flux: 4375.34 Im
Electric Parameters

Voltage: 230.60V
Power Factor: 0.9440

Test Infomation
Scan Range: 380—800:1nm
Stabilization Time: 0 ms ALC.: 1.0000
Max of Signal: 45768 (2541)

Pupil Lumens Per Watt: 203.52 PIm/W

Current: 0.0450A
Frequency: 49.99Hz

Pupil Factor (Kp): 1.610

Power: 9.82W

Photometric Method: sphere-spectroradiometer
Photometric Condition: Sphere diameter: 2.00m, 4Pl
CCD Integration Time: 200.44 ms

Condition: Tx:21.0'C, Ti:0.0'C, R.H.:60%
Test Lab:
Operator: CRE

Test Device: Lisun LMS-9000B
Test Time: 2021-02-22 11:52:41
Inspector:
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Lightsource Test Report
Product Infomation

Product Category: LED-R6hre Product Type: LED-R6hre-SCE

Product Spec: LEDtube-055-6NWM-10W Product Number: 1

Manufacturer: METOLIGHT Submitted Unit: 102386

Buyer: 2105
WL(nm) PL PE(MW/nm) WL(nm) PL PE(MW/nm) WL(hm) PL PE(mW/nm)
380 0.0013 0.0431 525 0.4249 13.7706 670 0.2377 7.7047
385 0.0009 0.0282 530 0.4533 14.6914 675 0.2112 6.8459
390 0.0004 0.0144 535 0.4738 15.3584 680 0.1829 5.9285
395 0.0005 0.0160 540 0.4919 15.9428 685 0.1578 5.1139
400 0.0006 0.0200 545 0.5086 16.4848 690 0.1365 4.4242
405 0.0005 0.0146 550 0.5246 17.0044 695 0.1175 3.8098
410 0.0017 0.0563 555 0.5403 17.5131 700 0.1032 3.3440
415 0.0027 0.0874 560 0.5572 18.0607 705 0.0879 2.8488
420 0.0047 0.1536 565 0.5732 18.5771 710 0.0756 2.4488
425 0.0093 0.3023 570 0.5918 19.1819 715 0.0654 2.1189
430 0.0188 0.6099 575 0.6107 19.7926 720 0.0550 1.7822
435 0.0382 1.2380 580 0.6286 20.3757 725 0.0487 1.5793
440 0.0745 2.4146 585 0.6444 20.8860 730 0.0437 1.4149
445 0.1396 4.5234 590 0.6582 21.3332 735 0.0344 1.1134
450 0.2557 8.2886 595 0.6672 21.6257 740 0.0301 0.9767
455 0.4686 15.1880 600 0.6692 21.6894 745 0.0275 0.8900
460 0.8046 26.0779 605 0.6687 21.6724 750 0.0300 0.9737
465 1.0000 32.4119 610 0.6556 21.2507 755 0.0176 0.5700
470 0.8268 26.7992 615 0.6371 20.6502 760 0.0145 0.4696
475 0.5979 19.3783 620 0.6107 19.7941 765 0.0127 0.4126
480 0.4804 15.5693 625 0.5787 18.7565 770 0.0090 0.2916
485 0.3760 12.1880 630 0.5434 17.6138 775 0.0119 0.3858
490 0.2889 9.3630 635 0.5022 16.2773 780 0.0091 0.2956
495 0.2605 8.4435 640 0.4614 14.9534 785 0.0084 0.2713
500 0.2632 8.5303 645 0.4201 13.6148 790 0.0029 0.0938
505 0.2802 9.0817 650 0.3788 12.2790 795 0.0069 0.2227
510 0.3130 10.1458 655 0.3410 11.0534 800 0.0101 0.3275
515 0.3536 11.4596 660 0.3068 9.9431
520 0.3929 12.7347 665 0.2690 8.7200
Condition: Tx:21.0'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Lab: Test Time: 2021-02-22 11:52:41

Operator: CRE Inspector:
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IES TM-30-18 Color Rendition Report

Product Infomation

Product Category: LED-R6hre Product Type: LED-R8hre-SCE
Product Spec: LEDtube-055-6NWM-10W Product Number: 1
Manufacturer: METOLIGHT Submitted Unit: 102386
Buyer: 2105
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Condition: Tx:21.0'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Lab: Test Time: 2021-02-22 11:52:41

Operator: CRE Inspector:
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Plant optical param data

CIE Colorimetric Parameters

Chromaticity coordinates: x=0.3791 y=0.3720 u(u')=0.2261 v=0.3328 v'=0.4993

CCT: Tc=4002K (duv=-0.00185) Color Ratio: R=0.193 G=0.754 B=0.053
Peak Wavelength: 464.9nm Half Bandwidth: 23.5nm
Dominant Wavelength: 580.2nm Color Purity: 0.254

CRI: Ra= 84.8
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Plant Optical Param

inv(m): 1241.70 Qv(im.s): 1241.70
'ue,lE(W/nm): 3.95 Qe(J): 3.95
ine(W): 3.85 ufr(w):  0.10
1Ce: 0.39 iCfr: 0.01
PPE(umol/s/w): 1.84 Kfr: 0.06
Erb_Ratio: 1.33 PPF(umol/s): 18.07
PFuv(360-400)(umol/s): 0.00 PPF(400-500)(umol/s): 3.69
PPF(500-600)(umol/s): 7.70 PPF(600-700)(umol/s): 6.67
PFfr(700-800)(umol/s): 0.61 PPF.t(umol): 18.07
inch-A.t(J): 0.28 inch-A(W): 0.28
inch-B.t(J): 0.20 inch-B(W): 0.20
iub.t(J): 0.94 itb(W): 0.94
ny.t(J): 1.66 iy(W): 1.66
ur.t(d): 1.28 imr(w): 1.28
Electric Parameters
Voltage: 230.60V Current: 0.0450A Power: 9.82W
Power Factor: 0.9440 Frequency: 49.99Hz
Condition: Tx:21.0'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Lab: Test Time: 2021-02-22 11:52:41

Operator: CRE Inspector:



