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Lightsource Test Report
Product Infomation

Product Category: LED-R6hre
Product Spec: LEDtube-060-8Milk-10WM
Manufacturer: METOLIGHT
Buyer: 7116
CIE Colorimetric Parameters

Product Type: LED-R6hre-Spezial
Product Number: 1
Submitted Unit: 105188

Chromaticity coordinates: x=0.3332 y=0.3433
CCT: Tc=5466K (duv=0.00077)

Peak Wavelength: 454.5nm

Dominant Wavelength: 554.2nm

u(u')=0.2066 v=0.3192 v'=0.4788
Color Ratio: R=0.173 G=0.765 B=0.062
Half Bandwidth: 16.7nm
Color Purity: 0.030

CRI: Ra= 97.0, avgR(1~14)= 94.8, avgR(1~15)= 94.8 TM30: Rf= 92, Rg= 100
GAl: GAI_BB_8=102.4, GAl_BB_15=106.4, GAl_EES=93.9
R1 =96 R2 =98 R3 =99 R4 =98 R5 =97 R6 =95 R7 =97 R8 =96
R9 =92 R10=96 R11=95 R12=73 R13=97 R14=99 R15=95
Color Quality Scale: Qa= 95.8, Qf= 94.9, Qp= 97.1, Qg=101.2
Q1 =93 Q2 =99 Q3 =91 Q4 =91 Q5 =95 Q6 =98 Q7 =99 Q8 =100
Q9 =100 Q10=100 Q11=99 Q12=100 Q13=99 Q14=98 Q15=96
y CIE1931 CHROMATICITY DIAGRAM 1.2

1.0

0.8

0.6

0.4

0.2

0.0  —

380 430 480 530 580 630 680 730 780

Photometric Parameters

Luminous Flux: 980.00 Im Radiant Power: 3.690 W
Total mains efficacy: 98.93 Im/W
Pupil Flux: 1860.35 PIm

Cirtopic Flux: 4313.28 Im

Electric Parameters

Efficiency: 84.12 Im/W
Energy Efficiency Class: F (EU 2019/2015)

Pupil Lumens Per Watt: 159.69 PIm/W Pupil Factor (Kp): 1.898

Voltage: 231.10V Current: 0.0530A Power: 11.65W

Power Factor: 0.9390

Test Infomation
Scan Range: 380—800:1nm
Stabilization Time: 0 ms
Max of Signal: 44366 (2987)

ALC.: 1.0000

Frequency: 49.99Hz

Photometric Method: sphere-spectroradiometer
Photometric Condition: Sphere diameter: 2.00m, 4Pl
CCD Integration Time: 87.87 ms

Condition: Tx:27.3'C, Ti:0.0'C, R.H.:60%

Test Lab: Asmetec GmbH
Operator: CRE

Test Device: Lisun LMS-9000B
Test Time: 2020-11-11 12:20:18
Inspector:
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Lightsource Test Report
Product Infomation

Product Category: LED-R6hre Product Type: LED-R6hre-Spezial

Product Spec: LEDtube-060-8Milk-10WM Product Number: 1

Manufacturer: METOLIGHT Submitted Unit: 105188

Buyer: 7116
WL(nm) PL PE(MW/nm) WL(nm) PL PE(MW/nm) WL(hm) PL PE(mW/nm)
380 0.0006 0.0186 525 0.4204 14.0203 670 0.3221 10.7432
385 0.0009 0.0284 530 0.4141 13.8102 675 0.2997 9.9953
390 0.0008 0.0255 535 0.4103 13.6834 680 0.2750 9.1727
395 0.0003 0.0116 540 0.4061 13.5451 685 0.2521 8.4098
400 0.0005 0.0181 545 0.4054 13.5225 690 0.2291 7.6421
405 0.0003 0.0105 550 0.4045 13.4922 695 0.2072 6.9093
410 0.0014 0.0478 555 0.4052 13.5139 700 0.1855 6.1886
415 0.0028 0.0920 560 0.4038 13.4691 705 0.1641 5.4745
420 0.0070 0.2350 565 0.4013 13.3858 710 0.1459 4.8655
425 0.0177 0.5901 570 0.3997 13.3306 715 0.1286 4.2909
430 0.0437 1.4571 575 0.3967 13.2313 720 0.1122 3.7421
435 0.0958 3.1945 580 0.3938 13.1363 725 0.0977 3.2601
440 0.1946 6.4898 585 0.3899 13.0031 730 0.0851 2.8377
445 0.3885 12.9574 590 0.3889 12.9712 735 0.0721 2.4048
450 0.7698 25.6743 595 0.3886 12.9605 740 0.0630 2.1029
455 1.0000 33.3537 600 0.3902 13.0135 745 0.0538 1.7934
460 0.6935 23.1294 605 0.3937 13.1302 750 0.0550 1.8350
465 0.4555 15.1943 610 0.3954 13.1885 755 0.0398 1.3283
470 0.3800 12.6758 615 0.3999 13.3382 760 0.0316 1.0550
475 0.2806 9.3598 620 0.4042 13.4810 765 0.0283 0.9441
480 0.2413 8.0490 625 0.4072 13.5832 770 0.0220 0.7338
485 0.2755 9.1878 630 0.4093 13.6517 775 0.0193 0.6422
490 0.3277 10.9314 635 0.4075 13.5929 780 0.0144 0.4810
495 0.3770 12.5734 640 0.4028 13.4349 785 0.0133 0.4452
500 0.4176 13.9298 645 0.3972 13.2476 790 0.0073 0.2431
505 0.4392 14.6478 650 0.3891 12.9789 795 0.0078 0.2612
510 0.4418 14.7362 655 0.3773 12.5841 800 0.0057 0.1892
515 0.4355 14.5266 660 0.3621 12.0771
520 0.4293 14.3181 665 0.3429 11.4372
Condition: Tx:27.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Lab: Asmetec GmbH Test Time: 2020-11-11 12:20:18

Operator: CRE Inspector:
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IES TM-30-18 Color Rendition Report

Product Infomation

Product Category: LED-R6hre Product Type: LED-R8hre-Spezial
Product Spec: LEDtube-060-8Milk-10WM Product Number: 1
Manufacturer: METOLIGHT Submitted Unit: 105188

Buyer: 7116
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Condition: Tx:27.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Lab: Asmetec GmbH Test Time: 2020-11-11 12:20:18

Operator: CRE Inspector:
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Plant optical param data

CIE Colorimetric Parameters

Chromaticity coordinates: x=0.3332 y=0.3433 u(u')=0.2066 v=0.3192 v'=0.4788

CCT: Tc=5466K (duv=0.00077) Color Ratio: R=0.173 G=0.765 B=0.062
Peak Wavelength: 454.5nm Half Bandwidth: 16.7nm
Dominant Wavelength: 554.2nm Color Purity: 0.030

CRI: Ra= 97.0

40.0 SPD(mW/nm) , CIE1931 CHROMATICITY DIAGRAM
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Plant Optical Param

iuv(im): 980.00 Qv(lm.s): 980.00
'ue,lE(W/nm): 3.69 Qe(J): 3.69

ine(W): 3.49 nfr(w):  0.21

1Ce: 0.30 iCfr:  0.02

PPE(umol/s/w): 1.40 Kfr: 0.11

Erb_Ratio: 1.20 PPF(umol/s): 16.27
PFuv(360-400)(umol/s): 0.00 PPF(400-500)(umol/s): 3.76
PPF(500-600)(umol/s): 6.27 PPF(600-700)(umol/s): 6.25
PFfr(700-800)(umol/s): 1.25 PPF.t(umol): 16.27

inch-A.t(J): 0.29 inch-A(W):  0.29

inch-B.t(J): 0.19 inch-B(W): 0.19

iub.t(J): 0.97 itb(W): 0.97

ny.t(J): 1.38 iy(W): 1.38

wwrt(d: 1.17 iwr(wy: 1.17

Electric Parameters

Voltage: 231.10V Current: 0.0530A Power: 11.65W
Power Factor: 0.9390 Frequency: 49.99Hz
Condition: Tx:27.3'C, Ti:0.0'C, R.H.:60% Test Device: Lisun LMS-9000B
Test Lab: Asmetec GmbH Test Time: 2020-11-11 12:20:18

Operator: CRE Inspector:



