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Antistatic Film METOSTAT MST-100K 
 

Processing Advice 
 
Tools required:  
Measuring tape, ruler, lint-free cloth, wallpaper knife, rubber puller (15-20 cm wide) Transparent adhesive tape 
Spray bottle, filled with distilled water and soap-free shampoo (6 drops to 1 liter of water) 
 
Preparation of the surface:  
Keep work area free from dust and other contaminants Thoroughly clean the surface with a commercially 
available glass or plastic cleaner. Wipe the surface with a puller. If necessary, use a lint-free cloth to remove any 
remaining liquid. 
 
Application of the film:  
1. Measure the area to be applied  
2. Cut the foil with 2 cm addition on all sides to this size  
3. Moisten the surface of the surface with the spray bottle, the substrate should remain moist during the entire 
process.  
4. Remove the transparent protective film from the film. To do this, glue a strip of transparent adhesive film on 
both sides on both sides and pull the strips apart.  
5. Moisten the adhesive side of the film with the spray bottle  
6. Carefully place the damp film on the damp surface. Both surfaces must be damp.  
7. Handle the foil carefully to avoid wrinkles.  
8. Moisten the surface of the film with the spray bottle before removing air bubbles and liquids with the rubber 
extractor  
9. Work with the rubber puller in short strokes, starting from the middle, note the sequence 
 
 
Important: 
 
Do not pull in one draw over the entire length 
Do not use the pulle close to the edges before  
these are cut to size 
 
 
 
 
 
 
10. Use a wallpaper knife to cut the edges to size 
11. Re-moisten the surface with the spray bottle  
12. Use the puller to remove moisture and air bubbles. (Work this time in a one draw all along the length  
13. For best application, the conductive surface should be earthed 
 
Care and cleaning:  
Wait for the first cleaning about a week!  
Use distilled water and soap-free shampoo for cleaning  
Use lint-free wipes (e.g., METOCLEAN RR-PL-30, Item No. 100220)  
Never use solvents, abrasive detergents, aggressive chemicals, alcohol cleaners to clean the film surface 
 
 


